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Dual channel simultaneously record two sound sources.
2 Transmitters & 1 Receiver System

The Receiver could output audio to cameras, computers or 
smartphones, to give you great flexbility for livestreaming setup.

Camera, Computer, Smartphone Audio Input

The internal battery could ensure 8 hours continued working 
and only takes 1 hour to charge to 80%, and 1.5 hours  to 100%, 
through USB-C charging port.

8-hour Run Time Battery and Quick Charging

What’s in Box

Support 2.4G Frequency Hopping Spread Spectrum tech, to 
detect wireless conditions and automatically jump to the best 
frequency, to ensure the stable transmission.

500ft/150m Range Anti-interference Receiving

The full synchronization of signal capture, processing, and 
delivery guaranteed the almost zero latency transmission and 
quality sound production.

Zero Latency and Full Synchronization

The system will filter out ＜180Hz background noises like air 
conditioner or computer fans, to send clean and clear voices.

Unique Low Cut and Gain Control

DUAL CHANNEL
WIRELESS MICROPHONE

Internal Mic 3.5mm Audio Out 3.5mm Earphone

External
Mic input
USB-C
Charging

USB-C
Charging

Power / Mute
Power /
Mono/Stereo

Pair Low Cut CH-A GainCH-B Gain

Low Cut On Recording Mode

CH-A Gain
CH-A meter

CH-B Gain
CH-B meter

Mono/StereoOn
Mute

Disconnected
Battery indicator

Audio meter

Connecting
Connected

Channel

Clamp & Cold shoe install Clamp & Cold shoe install

Battery indicator

Transmitter A

Carrying Bag Eject Pin Mic Windshield x2 3.5mm TRS camera cable

3.5mm TRRS smartphone cable

External Lav Mic (with wind muff) x2

3-in-1 USB-C Charging cable
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